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SECTION 02 22 00 

BUILDING CONDITION ASSESSMENTS 

PART 1 GENERAL 

1.01 SUMMARY   

A. Construction operations in the 4th Street Turning Basin include driving sheet pile, 

excavation, backfill and compaction near existing structures. The Work of this section 

consists of performing Baseline, Interim, and Post-Construction Building Condition 

Assessments.  

B. The Contractor shall complete Building Condition Assessments and make 

recommendations for the installation of geotechnical and structural monitoring 

instrumentation, where appropriate.  

C. The Contractor shall furnish all labor, materials, tools, and equipment necessary for 

completion of this Work. 

1.02 RELATED SECTIONS, PLANS, AND DOCUMENTS 

A. Section 01 33 00 Submittals 

B. Section 01 35 29 Health, Safety, and Emergency Response Requirements 

C. Section 31 41 16 Sheet Pile Installation 

D. Contract Documents 

1.03 REFERENCES 

A. None. 

1.04 DEFINITIONS 

A. Baseline Building Condition Assessment (Baseline Assessment): The initial assessment 

that is performed prior to the start of work. The purpose of this assessment is to document 

existing conditions of the buildings and structures in the vicinity of the work, and develop 

a condition baseline.  

B. Specific Building Condition Assessment: A visual assessment of an existing structure 

(such as a utility) or building located on a property adjacent or near construction 

activities. The purpose of the assessment is to identify evidence of structural or cosmetic 
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damage within or on the exterior of the assessed building or structure. The results of these 

assessments may be used to resolve disputes.  

C. Interim Building Condition Assessment (Interim Assessment): A building condition 

assessment performed during construction activities. The purpose of these assessments 

is to provide an update on the performance or condition of the assessed structure.  

D. Post-Construction Building Condition Assessment (Post-Construction Assessment): The 

final building condition assessment that is performed upon completion and acceptance of 

all construction activities. The purpose of this assessment is to document final conditions 

of the buildings and identify any structural or cosmetic damage that may have resulted 

from construction activities.  

1.05 SUBMITTALS 

A. The Contractor shall submit the following to the Owner's Representative in accordance 

with Section 01 33 00: 

1. A Building Condition Assessment Workplan that includes: 

a. A description of the process the Contractor will follow to assess and 

document the condition of buildings and property;  

b. Qualifications of the Contractor retained to conduct the Building Condition 

Assessments; and  

c. A list of additional properties, structures or buildings that the Contractor 

identified as potentially sensitive and on which the Contractor recommends 

performing Building Condition Assessments. 

2. A Baseline Building Condition Assessment Report that includes:  

a. Address of the building, building unit (apartment), or structure assessed; 

b. Time and date of the assessment; 

c. For video documentation, a brief on-camera introduction of the person 

performing the assessment and the date and start time of the assessment; 

d. Photographic and/or video documentation of the interior and exterior of the 

buildings and structures with commentary (verbal or written) describing the 

extent and location of signs of building distress (i.e., cracks, concrete 

spalling, evidence of settlement, flooding stains, leaking stains, etc.). 

Exterior structures to be documented may include retaining walls, 

sidewalks/promenades, concrete and asphalt driveways, detached garages or 

shed, chimneys, pipes that penetrate bulkheads, etc.;  
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e. A written opinion from the Contractor on the current (i.e., baseline) condition 

of the building and/or structures. The opinion shall indicate any major 

structural or cosmetic deficiencies and quantify concerns the Contractor’s 

activities may have on structures; and 

f. A list of recommended instruments such as crack gauges, inclinometers, 

optical survey markers, etc., to be installed and used for future monitoring. 

This shall include an update to the Building Condition Assessment Workplan 

with a Monitoring Instrumentation Plan. The Monitoring Instrumentation 

Plan shall include instrumentation specification, instrumentation locations, 

monitoring frequency, and installation instructions. 

3. Interim Building Condition Assessment Report (Interim Assessment Report) that 

includes:  

a. All visible changes in the building condition from the baseline condition and 

which provides an evaluation of the observed changes and potential causes 

of the changes;  

b. A record of any observed measurements from installed monitoring 

instrumentation; and  

c. Is in the same format as the Baseline Assessment Report.   

4. A Post-Construction Building Condition Assessment Report:  

a. Post-Construction Building Condition Assessment Report (Post-

Construction Assessment Report) shall document all changes from the 

baseline condition assessment and any subsequent update assessments, 

including an evaluation of the changes with explanations of the potential 

causes; 

b. A record of any observed measurements from installed monitoring 

instrumentation; and  

c. The Post-Construction Assessment Report shall be in the same format as the 

Baseline Assessment Report.   

1.06 HEALTH AND SAFETY REQUIREMENTS 

A. The Contractor shall comply with environmental health and safety/training requirements 

in accordance with the approved Health and Safety Plan and Section 01 35 29.  
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1.07 QUALIFICATIONS 

A. The Contractor shall procure the services of a firm that can provide a structural engineer 

with a New York-licensed Professional Engineer (PE) with a minimum of five years of 

applicable experience to conduct the Building Condition Assessments.  

PART 2 PRODUCTS 

2.01 EQUIPMENT 

A. The digital photography and digital video equipment shall be capable of superimposing 

the date and time on all images as needed to properly document the Building Condition 

Assessment. 

PART 3 EXECUTION 

3.01 GENERAL 

A. Building Condition Assessments shall be performed on structures, such as buildings, 

bridges, and above ground utilities, identified to be within 200 feet of any construction 

activities shown on the Construction Drawings. Properties of interest include: 

Block Lot Street Address Property Owner 

978 1 220 3rd Street 376/384 3rd Avenue Partners 

978 16 212 3rd Street Whole Foods Market Group Inc. 

978 23 190 3rd Street Tedesco Realty LLC. 

978 30 186 3rd Street 186 3rd Street Brooklynn NY, LLC. 

979 5 386 3rd Avenue 386 3rd Avenue Partners 

979 14 167 6th Street Dyke’s Lumber Co., Inc.  

979 18 163 6th Street Petros Realty Corporation 

979 23 141 6th Street Maritime Estates, Inc.  

N/A N/A 3rd Avenue Bridge New York City Department of 

Transportation 
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B. The Owner will provide access agreements to the individual properties. If the Owner is 

unable to obtain access for a property, building, or portion thereof, the assessment shall 

include the exterior of the building, assessed from a nearby vantage point on the Site 

and/or within the public right-of-way (limited assessment). Access restrictions shall be 

noted in the Building Condition Assessment Report. 

C. The Owner’s inability to provide access to a property, building, or structure for 

conducting a Building Condition Assessment does not relieve the Contractor of the 

requirement to indemnify and hold harmless the Owner, the Owner’s Representative, and 

their agents from all claims, damages, losses, and expenses in accordance with the 

Contract Documents. 

D. The Contractor shall notify the Owner’s Representative at least five workdays prior to 

conducting Building Condition Assessments of dates that the Contractor will be available 

to conduct the assessments. The Owner and/or Owner’s Representative will coordinate 

access to the property based on the schedule provided and on the availability of the 

property owner. The Owner and/or Owner’s Representative will work to schedule 

multiple assessments within a workday during normal working hours; however, the 

Contractor shall be prepared to conduct the assessments over non-consecutive days with 

separate mobilization and outside of normal working hours such as evenings, weekends, 

and holidays. 

E. The Owner and/or Owner’s Representative reserves the right to accompany the 

Contractor during assessment events.  

3.02 PROCEDURES 

A. The Baseline Assessment shall be performed prior to commencing any intrusive 

construction activities, such as dredging or pile driving. The Contractor shall notify the 

Owner of any conditions that Contractor has identified to have the potential to be 

damaged by the planned construction activities.  

B. The Contractor shall use the findings and information obtained during the Baseline 

Assessment to identify the need and location for instrumentation and monitoring (e.g., 

inclinometers, vibration monitors, optical assessment targets, crack gauges) of the 

inspected structures. If additional monitoring is deemed necessary, the Contractor shall 

develop a Monitoring Instrumentation Plan to be used for future monitoring. 

C. Interim Assessments shall be performed at the request of the Owner and/or Owner’s 

Representative.  

D. The Contractor may perform Interim Assessments in addition to those requested by the 

Owner’s Representative. If the Contractor elects to perform additional Interim 

Assessments, the Contractor shall be responsible to obtain access for, schedule, and 

conduct assessments or inspections at no additional cost to the Owner. 
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E. The Contractor shall complete the Post-Construction Assessments after completion of all 

intrusive construction and any upland equipment is removed from the properties. The 

Contractor shall submit the Post-Construction Assessment Reports before demobilization 

from the Site.  

[END OF SECTION] 


